
SECTION 02050PRIVATE 


DEMOLITION

PART 1 
GENERAL

1.01
SECTION INCLUDES:  Demolition, salvage, and relocation of buildings, utilities, and other structures.

1.02
SUBMITTALS


A.
Submit procedures proposed for salvage, relocation, and demolition work for approval.  Procedures shall provide for safe conduct of the work, careful removal and disposal of materials to be salvaged and relocated, protection of property that is to remain undisturbed, coordination with other work in progress, and timely disconnection of utility services.  Include detailed description of methods and equipment to be used for each operation and sequence of operations.

1.03
SEQUENCING/SCHEDULING


A.
Schedule work with Construction Manager (CM).  CM is the Owner or Owner’s representative responsible for managing the construction work and verifying conformance with the specification requirements.  Notify CM in writing a minimum of 3 days before demolition work is to begin. 

PART 2 
PRODUCTS


Not used.  

PART 3 
EXECUTION

3.01
PROTECTION


A.
Protect existing work from damage during demolition.  Damage to structures, utilities, and equipment to remain shall be repaired by the Contractor at his expense, in accordance with the CM's instructions.  

3.02
INSTALLATION/APPLICATION/ERECTION


A.
General 

[Designer Note:  Use of explosives or burning during demolition activities shall be authorized by the responsible site manager.]

1. Execute demolition work in an orderly, careful manner.  Provide barricades, fences, lights, and other protection to protect adjacent access. 

2. Obtain advance approval from CM for any work performed in roadways or walkways adjacent to site and for any detouring of traffic.  Provide all safety measures and devices required by CM and applicable regulatory agencies. 

3. Control rubbish, debris, dust, and water runoff.  Use of water is not permitted when it will result in or create hazardous or objectionable conditions such as flooding and pollution.

4. Remove and dispose of material resulting from demolition operations as soon as practical.  Prevent spillage on streets or adjacent areas.  Dispose of material as directed by the CM.  Burying debris is prohibited. 

5. Control the spread of dust.  Comply with local, state, and federal noise, dust, and erosion control regulations. 


B.
Buildings



1.
Completely remove buildings indicated for removal including foundations.  Break up and remove slabs-on-grade together with stone ballast supporting them.



2.
Fill resulting depressions and compact with suitable material specified in Section 02200, Earthwork.  Do not use debris from demolition. 


C.
Utilities 



1.
Existing utility lines shown are approximate locations only.  Field verify all existing utility lines prior to demolition or grading.  Report deviations for the locations shown in writing to the CM prior to beginning demolition or grading. 



2.
Coordinate disconnection of piping and utilities with CM.  Do not commence work until disconnections are approved in writing.  



3.
Plug dead ends of disconnected gravity pipelines by plugging with concrete or standard pipe plugs.  Cap or plug dead ends of disconnected pressure pipelines with standard pressure pipe fittings, and anchor with concrete thrust blocks.  Provide capped and plugged joints that are watertight.  



4.
Remove utilities and related equipment, pipelines, valves, conduits, overhead services, and underground utility structures where specified.  When utility lines are encountered that are not indicated on the drawings, notify CM.  Do not disturb without CM approval. 



5.
Preserve active utilities traversing project site, including, but not limited to, mains, lines, duct banks, manholes, catch basins, valve boxes, poles, guys, and other appurtenances in operating condition.  Repair damage to any active utility in accordance with the CM's instructions.  


D.
Other Structures



1.
Remove concrete and asphaltic concrete paving, concrete slabs, including aggregate base, sidewalk, curb, and gutter as indicated.



2.
Where portions of concrete or asphalt work are to be retained, saw concrete along straight lines to a depth of not less than 2 inches.  Cuts shall be made perpendicular to face and in alignment with cut in opposite face.  Break out remainder of asphalt or concrete, provided that broken area is concealed in finished work and that remaining is sound.  Where broken face cannot be concealed, ground smooth or the saw-cut shall penetrate entirely through the material.  
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