SECTION 16191

SUPPORTING DEVICES

PART 1 GENERAL

1.01 SECTION INCLUDES:

A. Conduit supports.

B. Equipment supports.

C. Fastening hardware.

PART 2 PRODUCTS

2.01 MATERIAL

A. Support Channel:  Galvanized or painted steel.

B. Hardware:  Corrosion resistant.

PART 3 EXECUTION

3.01 INSTALLATION

A. Fabricate conduit support hangers from angle iron, channel iron, "Unistrut," or galvanized rods. Space conduit hangers in accordance with Sect. 16111, Part 3.

B. Fabricate equipment racks from P‑1000, "Unistrut," utilizing bolted or off-site welded construction.  Mount equipment to racks with hexagon head bolts, spring nuts, and lock washers.

C. Fasten hanger rods, conduit clamps, and outlet and junction boxes to building structure using precast insert system, expansion anchors, preset inserts, or beam clamps.

D. Use toggle bolts or hollow wall fasteners in hollow masonry, plaster, or gypsum board partitions and walls; expansion anchors or preset inserts in solid masonry walls; self‑drilling anchors or expansion anchors on concrete surfaces; sheet metal screws in sheet metal studs; and wood screws or lag bolts in wood construction.

E. Do not fasten supports to piping, ductwork, mechanical equipment, or conduit.  Do not use powder‑actuated anchors.  Do not drill structural steel members.

F. In wet locations, install freestanding electrical equipment on concrete pads or steel channels.

G. Install surface‑mounted cabinets and panelboards with minimum of four anchors.  Bridge studs top and bottom with channels to support flush‑mounted cabinets and panelboards in stud walls.
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