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SELECTION:  Manufacturer

DRIVE - Type


   Model No.

   HP Rating


TOTAL QUANTITY REQUIRED:

   Motor Sheave:  Fixed


CASING - Horizontal or Vertical

   or Vari-pitch


   Low, Medium or High Pressure

FILTERS - Flat, Vee or Zee Arrg.


   Material of Construction

   Media Velocity, FPM (max.)


FAN - Airflow, SCFM

OPTIONS - Mixing Box


     External S.P., in. W.G.

  Comb. Filters-Mixing Box




   NBS Efficiency Rating, %


   External S.P., In. W.G.

   Clean Press. Drop, In. W.G. max. (max.)


   Brake HP

   Type:  Throw-away or Cleanable


   Speed, RPM (max.)

OPTIONS -  Mixing Box


   Outlet Velocity, FPM (max.)

   Comb Filter-Mixing Box


   AMCA Discharge Position

   F&B.P. Dampers:  Inter. or Exter.


   Wheel Type

   Face Damper Only


MOTOR - HP

   Humidifier:  Grid or Pan


   Volts / Phase / Hz

   Steam Humidifier Cap., lb/hr


   Location Viewing Top of Unit

   Drain pan


   in Airflow Direction

   Weatherproof unit




   Electrical Type

   Belt Guard Required


   Enclosure

   Hangers for clg Suspension


   NEMA Frame No.

   Supports for Floor Mounting


   Full Load RPM

   Spring Type Vibration 


   Adjustable Mtg. Base Req'd.

   Isolators for 10% Transmissibility


COILS - See separate pages for coil specs.  The coil sequence in the direction of airflow shall be as follows:



















REMARKS:  










 * Information to be furnished by equipment manufacturer.








FURNISH THE FOLLOWING
SUBMITTALS REQUIRED


TYPE OF DATA
SUBMITTALS REQUIRED



MANUFACTURER'S DATA:
W/BIDS
APPR.
CERT.
(CONTINUED)
W/BIDS
APPR.
CERT.

1. Performance curves or tables indicating actual fan speed, outlet velocity, and brake HP for specified conditions.



3.  Weight of              equipment








4.  Installation            instructions




2. Outline dimensional drawings



5.  AMCA sound         rating 
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