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SELECTION:  Manufacturer

SHAFT SPECIFICATION:




  Material


     Model No.

  Diameter - in.


TOTAL QUANTITY REQUIRED:

  Operator Extension


SIZE:  Width, in.

  Extension Length - in.


     Height, in.

BEARING SPECIFICATIONS:


DAMPER TYPE:  Single Blade

  Nylon


     Multi-Blade

  Oilite


POSITION:  Horizontal, Airflow Vert.

  Bottom Thrust Type


     Vertical, Airflow Horz.

  Other


BLADE ACTION:  Opposed




     Parallel

SEALS:


BLADE SPECIFICATION:

  Frame


     Type - Airfoil/Flat

  Blade


     Width - in. (max.)

  Material


     Length - in. (max.)

PERFORMANCE:


     Material

  Airflow, CFM


     Gauge (min.)

  Pressure Drop In. S.P. (closed)


     Linked Together

  Pressure Drop In. S.P. (open)


     Parallel to Short/Long Side

  Leakage, CFM (max.)


FRAME SPECIFICATION:

OPERATOR TYPE:


     Material

  Manual


     Gauge (min.)

  Automatic


     Size - in.

FINISH:


     Slip-In

  Manufacturer's Std.


     Flanged

  Other (Describe)


     Flange Size - in.
























REMARKS:









 * Information to be furnished by equipment manufacturer.
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MANUFACTURER'S DATA:
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(CONTINUED)
W/BIDS
APPR.
CERT.

1.  Outline dimensional drawings



4.  Installation instructions




2.  Weight of equipment



5.  Descriptive literature




3.  Performance data
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